Instructions for Installing Acutools

Computer System Requirements:
* OS: Windows 8.1 or 8 (32 or 64 bit) or

Windows 7 (32 or 64 bit) or

Windows Vista (32 or 64 bit)
* CPU: 800MHz minimum (1GHz recommended)
* Memory : 512MB minimum (1GB recommended)
* Hard Drive : 600MB minimum free space
* Video Resolution: 800 x 600 minimum

(1024 x 768 recommended)

* CD-ROM or DVD drive
* USB cable and port
Mouse or touch pad

This process installs the following software:
1. StitchComposer

2. EmbroideryEditor

3. ScreenSaver Tool

4. Driverlnstaller

* The following installation example uses a
Windows 8.1 OS.

*You need to log in as [Administrator].

* For instructions for StitchComposer,
EmbroideryEditor, and ScreenSaver Tool, see
[Help] in each application.

Copying Acutools folder for a PC without a CD or
DVD drive

If your PC is not equipped with a CD or DVD drive, use an
external drive. Or using a PC with a CD or DVD drive, copy
the [Acutools] folder on the CD-ROM and save it on a USB
flash drive with free space of not less than 600MB,
according to the following procedure.

1. Insert the [Acutools] CD-ROM into the CD drive of the PC.

2. Click the pop-up message shown below within 5 seconds,
then click [Open folder to view files].
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Choose what to do with this disc.

Install or run program from your media
j Run setup.exe
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* If the [AutoPlay] window is not shown:
For Windows 8.1:
2-1. Open [File Explorer] on Desktop >Click [This PC]
2-2. Right-click [CD Drive] and click [Open AutoPlay...] in
the menu.

For Windows 8:

2-1. Open [File Explorer] on Desktop >Click [Computer]

2-2. Right-click [CD Drive] and click [Open AutoPlay...] in
the menu.

For Windows 7 or Vista:

2-1. Select [Start]>[All Programs]>[Accessories]>
[Windows Explorer].

2-2. Double click [Computer].

2-3. Right-click [CD Drive] and click [Open AutoPlay] in
the menu.

3. Right-click the [Acutools] folder in the CD-ROM and click
[Copy] in the menu.
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4. Insert the USB flash drive into the PC.

5. Open the USB flash drive and right-click to select [Paste]
in the menu.

6. When the copy is saved on the USB flash drive, remove
it from the PC.



Installing Acutools

1.

DVD RW Drive (E:) Acutools
Tap to choose what happens with this disc.

DVD RW Drive (E:) Acutools

Choose what to do with this disc

Install or run program from your media
Run setup.exe
------ Publisher not specified
Other choices
@ Take no action

Open folder to view files
File Explorer

Start up your PC and close all other applications before
beginning installation.
Insert the [Acutools] CD-ROM into the CD drive.

Click the pop-up message shown below within 5 seconds,
then click [Run setup.exe].

* If the [Auto Play] window is not shown, open [File Explorer]

on Desktop. Click [This PC] and double click [Acutools].

* For PCs without a CD or DVD drive, insert the USB flash
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drive into the PC. Open the [Acutools] folder saved on
the USB flash drive and double-click [setup].
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1 Acutools - InstallShield Wizard

Welcome to the InstaliShield Wizard for
Acutools

WARNING: This program is protected by copyricht law and
international reaties.

< Back Next > L\\g- Cancel

2. The Acutools Setup Wizard starts up automatically.
Click [Next].

b5 Acutools - InstallShield Wizard “
License Agreement
Please read the following license agreement carefully.
End-User License Agreement ~
IMPORTANT NOTE:

InstalShield

4. Enterau

This END-USER LICENSE AGREEMENT (“EULA®) is a logal agreement
lbetween a customer (cither an individual or a legal entity) and “TANOME
SEWING MACHINE CO., LTD.” (“JANOME™) who is sole copyright holder
lof computer software products described as follows and its related mediums,
printed matiers, onfine information, clectronic documents and so on (hereinafter
referred to as the “Products™) . You agree o be bound by the terms of this
[EULA by installing, copying of using the Products. If'you do not agree, do ot ,
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- 1 accept the terms in the Print

(] “anot accept the terms i the license agreement

ser name and click [Next].

) Acutools - InstallShield Wizard

Customer Information -

Please enter your information.

User Name:
[anomE

Organization:
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3. The end user license agreement (EULA) will appear.
Read the EULA and check “| accept the terms in the
license agreement” if you agree.Click [Next].

* For tablet PCs, enter a user name with the touch
keyboard (see the following instructions).

For Windows 8/8.1:

4-1. Tap the text box.
4-2. Tap the touch keyboard icon in the desktop taskbar
to open the touch keyboard.

4-3.You can enter a user name using the touch keyboard.

For Windows 7:
4-1. Tap the text box to display the touch keyboard icon.
The icon is displayed for a few seconds.
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4-3.You can enter a user name using the touch keyboard.
4-4. Tap the X button in the upper right corner of the
touch keyboard to close it.



5. Click [Next] if you accept the [Acutools] installation
location.

* Sample files are installed in the [Acutools] folder under

the [Documents] folder.

1 Acutools - InstallShield Wizard B

Destination Folder

Click Next to instal to this folder, or dick Change to install to a different folder.

Install Acutools to:

C:\Program Files (x86)\JanomeAcutools\ Change...

InstaliShield
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6. Click [Install] to start installation.

1 Acutools - InstallShield Wizard

Ready to Install the Program

‘The wizard is ready to begin installation.
If you want to review or change any of your installation settings, cick Back. Click Cancel to
exit the wizard.

Click Install to begin the installation,
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7. [User Account Control] dialog box will open. Enter the
password and click [Yes].
* Installation will take 1 — 5 minutes, depending on the
specifications of your PC.
L] User Account Control

Do you want to allow the following program from an
unknown publisher to make changes to this computer?

Program name:  FAAcutools\Acutools.msi

Publisher: Unknown
File origin: COD/DVD drive
© show e ve [

Change when these notifications appear

8. When Acutools is successfully installed, click [Finish] to
exit.
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InstaliShield Wizard Completed

The Installshield Wizard has successfuly installed Acutools.
Ciick Finish to exit the wizard.
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9. The [Acutools] icon appears on your desktop.

Preinstalling USB Driver

Install the USB driver to transfer embroidery designs from
the sewing machine to the PC using the USB cable.

1. Double-click the [Acutools] icon on the desktop and click
the [Driverinstaller].
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2. When the [User Account Control] dialog box opens,
enter the password and click [Yes].

] User Account Control

Do you want to allow the following program from an
unknown publisher to make changes to this computer?

Program name:  DPInstxb4.exe
Publisher: Unknown
File origin:

(%) Show detsils

Hard drive on this computer

= E
.

Change when these notifications appear

3. When the [Driver Package Installer] opens, click [Next].

Driver Package Installer

Welcome to the Device Driver
Installation Wizard!

‘This wizard helps you install the Jsmc362 Device Driver.

To continue. ciick Next
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4. When the [Windows Security] opens, click [Install].

Windows Security
Would you like to install this device software?

Name: - JSMIC362
Publisher: Janome Sewing Machine Co., Ltd,

[ Always trust software from “Janome Sewing
Ma d

instally, | | Don'tinstall
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@ You should only install driver
software is safe to install?

How can | decide which device

5. When the Driver Installation is successfully preinstalled,
click [Finish].

Driver Package Installer

Completing the Device Driver
Installation Wizard

The divers were successfully instalied on this compuer.

You can now connsct your devics to this computer. Fyour devics
came with instructions. please read them first

Driver Name Status
v/ Janome Sewing Machin... Readyto use

Cancel
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6. When connecting your PC to your Sewing machine for
the first time, [USB Driver] is installed automatically.

* Refer to the instruction book of the sewing machine for
how to connect the PC and the sewing machine.




Installing Sample Data into Other Accounts

Sample data is installed only in [Acutools] folder under
[Documents] of the account of a user who installed
[Acutools]. Other users need to install the sample data to
one’s account.

If you use sample data, install using the following process.

1. Log in the PC under your account.

2. Insert the [Acutools] CD-ROM into the CD drive and
[Install Shield Wizard] starts automatically.

3. Click [Next].

1 Acutools - InstallShield Wizard “

Welcome to the InstallShield Wizard for
Acutools

rrrrrrrrrrrrr The InstaliShield(R) Wizard wil alow you to modify, repair, or
remove Acutools. Te clck Next.
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4. Select [Repair] and click [Next].

# Acutools - InstallShield Wizard

Program Maintenance

Modify, repair, or remove the progrem.

EX
O Modify

Change which program features are installed. This option displays the
@ Custom Selection dialog in which you can change the way features are
installed

®) Repair
o
Repair installation errors in the program. This option fixes missing or
corrupt files, shortauts, and registry entries.

O Remove

@ Remove Acutools from your computer.
o
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5. Click [Install] and the sample data will be installed.

1 Acutools - InstallShield Wizard “

1f you want to review or change any of your installation settings, dick Back. Click Cancel to
exit the wizard,

Ready to Repair the Program
The nizard is ready to begin installation

Click Install to begin the installation.

InstalShisld

6. Click [Finish] to complete installation.

# Acutools - InstallShield Wizard x|

Instalishield Wizard Completed

............. The InstallShield Wizard has successfully installed Acutools,
Click Finish to exit the wizard

Language selection

You can select English or Japanese as the display language
for Acutools.

When English or Japanese is selected, the language for all
software included in Acutools changes.

However, any parts dependent on the os language, remain
unchanged.

Example: "Yes" or "No" buttons in message boxes.

1. Close all of the software in Acutools. (The selected
language will be displayed the next time the software is
started.)

2. Language selection menu
Windows 8.1:
2-1. Click the [ button on the bottom left corner of the
screen to display the Start screen.
2-2. Click thebutton on the bottom left corner of the
start screen to display the Apps view. The [Acutools]
group is displayed in the Apps view.

ﬁ Acutools

Switch to English

- | -
=& Switch to Japanese

Windows 8:
2-1. Move the cursor to the bottom left corner of the
screen to display the start menu thumbnail. Click the
thumbnail to display the start menu.

2-2. Right-click the bottom part of Start screen to display
the application bar.

2-3. Click [All apps] on the application bar.
[Acutools] group is displayed in the Apps view.

j Acutools

Switch to English

Switch to Japanese




Windows 7 / Windows Vista:
2-1. Click [ on the bottom left corner of the screen and
select [All Programs].

»
dj Notepad Help and Support

@ Paint »

> All Programs

[ I
‘ Search programs and files Shut down | »

2-2. Click the [Acutools] folder to display the language

selection menu.

| . Accessories
| . Acutools e
. Default Programs
& Acutools ’
B Switch to English
m Switch to Japanese
| Games

Help and Support

‘ Back

| I
‘ |Ser;.rrch programs and files Shut down | »

3. Select [Switch to Japanese] to change the language to
Japanese. The confirmation message will be displayed in
Japanese.

o SEOUNEINSTLELE.

4. Select [Switch to English] to change the language to
English. The confirmation message will be displayed in
English.

o Switch to language complete.
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